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Model No.9(

3 Speed Transmission
(For W Cub Cadet Tractor)
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Specifications

Gives tractor 9 speeds forward and | reverse
Underdrive Speeds. .7, .9 ond 2.0 mph
Overdrive Speeds ~ 3.4, 4.7 and 10.8 mph

Stondard Speeds . 2.3, 3 - and 6.9 mph

Reverse Speed - 2.6 mph
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;m CUB CADET ACCESSORIES

$199.50
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) INSTALLATION [NSTRUCTIONS

itep no.l

1. Remove brake rod yoke end irom brake operating lever on L, H. side of tractor. Remove yoke from end of brake rod.
2. Remove the four universal bolts, (See item 1, fig, 1)
3. Block both front and rear sections of the tractor an< then rgmove the four capscrews that join the front frame of
the tractor to the transmission case. {See item 2, Zfig. 1)
4, Move the two sections of the tractor apart about 12 inches.

tep no.2

1. Remove cotter pin from clutch operating rod and remove rod from oot operating shaft. (See item 3, fig. 1)

Remove the three bolts that secure the complete clutch shaft and bracket assembly to the tractor frame. Slide the
clutch drive belt oif the engine drive pulley and then remove the compiete clutch shaft assembly from under the
tractor frame. (See item 4, fig, 1)
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3. Remove fork assemoliy irom clutch bracket. (See item 5, fig. 1)

4. Loosen setscrew in collar on iront end of clutch shaft and pull collar off the end of the shaft. (See item 6, fig. 1)
5. 8lide the bearing and bracket assembly ¢ff of the clutchshaft.

&, Remove the leng roll pin from the clutch front face plate.

7. Remove the three clutch pieces ircm the shaft,

8. Remove the shert roll pin irom the clutch drive gear,

§. Slide the clutch drive gear, flat washer and short tension spring off the clutch shaft.

10. Remowve the clutch throw-out bearing assembly from the clutch shaft.

11, Remove the long tension spring, washer and cotter pin from the clutch shaft.

12, Assemble all the clutch parts onto the new (shorter) clutch shaft in the reverse order of the parts just removed from

the original clutch shaft. NOTE: Parts of the clutch will have to be compressed in order to install the two roll
pins in the new shaft, (See fig. 2 for all the clutch shaft parts.)

fig. 2 (clutch shaft parts)



Step no.3

1. Install the new clutch shaft assembly back under the tractor frame, leave mounting bracket bolts loose so that
drive belt can be tightened after the new 9 speed transmission has been instzlled. Reinstzll the clutch operat:
rod to the foot pedal shaft with cotter pins.

Step no.4

1. Drive out the roll pin and remove the short reer drive shaft from the tracter transmission shaft. (See item 7. ‘ic
( m 7, iig

t, flat ends of the new crive pin tc

2. Install the new output shaft drive pin into the tractor transmission drive shaf

face the sides of the tractor. (See item 8, fig. 3)

Step no.5




tion the new 9

ew drive pin i
1Cn WO spacers or 12t YWET m 3 < )

> onto the to

» through the top mounting holes znd tighten to snuc.

Lo

: lowsr mounting studes znd tighter

)
L




Step no.9 ;

1. Install brake rod extension nut, extension rod &nd yoke end to the end cf the brake red. (See item 12, fig.

2. Adjust brake rod length according to tractor manual and instzall yoke end to the brake lever.

3. Lubricate clutch shaft throw out bezring.

4, Fill new 9 speed transmission with S8AE 80 transmission oil in summer, SAE 80 in
side of transmission, item 13, fic. 7.)

Operating Procedure

1. Move § speed transmission lever all the way forwarz for ov

i 3.4, 4,7 anc 10.8 MPH.
. Move 9 speed transmission lever tc cenier positien for und 7 seof 7, .9and 2.0 MPH,
3, Move 9 speed transmission lever ll the way to the rear for regular speeds of 2.3, 3 and 6.9 MPH.
. Reverse speeds change in proportion to the forward speeds according to the gear shift selection of the new

speed transmission.
. NOTE: Engine speed should be low an? clutch completely deprszsed whan

= 1 waking 9 speed transmission gz
shift changes.

Parts list on beck of this pege

winter. (See oil level pl
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